
 DIVERSITRONICS, INC.TM 
 

HIGH INTENSITY XENON STROBE LIGHTS 
 
Diversitronics manufactures and supplies leading lighting professionals with highest intensity xenon strobe light 
products known for their superior technical performance, reliability, and product value for more than 40 years. 
 
Our products include DMX & Analog strobe lights, ultra high power fixtures and continuous emission 
HyperflashTM & HyperblastTM systems.  Models include the Super StrobeTM, Linear Strobes MarkTM 2000, 
3600 & 5000, Finger StrobesTM, Superstar StrobeTM, Strobe Cannon ModulesTM (Par Can Inserts), Ellipsoidal 
Inserts, and  Dome StrobesTM,  Units rated for outdoor wet locations. Most models available in  
120 volt or 240 volt power. 
 
We know creative lighting designers want products to express their own unique ideas, so we offer a variety 
of designs with a variety of control options, such as weather resistant units, low voltage and external triggering.   
 
¾ Advanced Technical Control Schemes compatible with the most advanced controllers. 
 
¾ Special Applications provide for a variety of designs with a variety of control options. 
 
¾ Superior Performance some models produce greater than 2,000,000 candela. 
 
¾ Unique patented designs and copyrighted software.  Units rated for outdoor wet locations. 
 
¾ Highest Quality in lamp life and long-term reliability, some greater than 25 million flashes. 
 
¾ Premium Quality with every Diversitronics product. 30-day money back guarantee. 
 
¾ Prompt Delivery of product per shipping request of customer. 
 
¾ Made in  
 
                

MANY PRODUCTS CAN BE DESIGNED TO MEET YOUR REQUIREMENTS 
 

CREDIT CARDS ACCEPTED 
 

A M E R I C A N  E X P R E S S ,  M A S T E R  C A R D ,  V I S A  
 

P H O N E  ( 6 3 0 )  8 3 3 - 4 4 9 5  -  F A X  ( 6 3 0 )  8 3 3 - 6 3 5 5  
 

WEBSITE  www.diversitronics.com  - EMAIL sales@diversitronics.com 
 

    231 West Wrightwood, Elmhurst,  IL 60126, U.S.A. 
 

SHIPMENTS F.O.B. Elmhurst 
 
 



CATALOG INDEX              
 

                   
      FINGER STROBE    MIGHTY LITE 1000            DESIGNATIONS 

 HyperflashTM  - Extremely bright, ultra high  
  intensity light.   Exaggerated pulses of pure 
  white light.   Continuous  illumination as long 
  as signal remains present.   Fast flashing 
  appears to be continuous.  Macros include  
  short blast,   cross fade,  fade off, lightning & 
  continuous.   Utilize up to 9 programmed 
  effects in any  response mode in units 

  available with this feature. 
DK-DMX DOME STROBE  DOME STROBE - OUT DOOR 

 Weather Resistant units. Include watertight 
                                                                                                                       connectors, sealed seams, gaskets, &  

                                                                                                            conformal   coated electronics. 
units are not submersible. 

STROBE CANNON MODULES  SUPER STROBE    Units comply with European Union  
MARK 50 (50S-2)   directives for electromagnetic compatibility. 

                

       Listed by Underwriter’s Laboratory. 
 

                  SUPER STAR STROBES 
STROBE RUNNER CONTROLLER          DS5 & SS15 
 

                
MARK STROBE SERIES        ELLIPSOIDAL MODULE  
   2000, 3600 & 5000 
                

                
SUPER STAR STROBE - OUT DOOR     STROBE REMOTES & ACCESSORIES



 

FINGER STROBESTM    

       
 
BRILLIANT FLASHES FROM PURE WHITE LIGHT 
 
RANDOM FLASHING - EXTREME HIGH SPEED 
 
CHANNEL CONFIGURATIONS - 1 - 3 - 6 OR 1 - 16   
 

CREATE SPECTACULAR DISPLAYS WITH STUNNING, DRAMATIC EFFECTS 
POWERFUL STOP ACTION EMPHASIZES HIGH-ENERGY EXCITEMENT 

STIMULATE EXPOLSIONS, LIGHTNING, EMERGENCY VEHICLES 
CREATE HIGH-SPEED CHASES 

 
♦ MOLDED HIGH TEMPERATURE POLYCARBONATE TUBE 
 

♦ 5 JOULE BRILLIANCE; XENON FLASH LAMP - 10 MILLION FLASHES 
 
♦ POWER - 1/2-AMP, 95-130 VOLT OR  200-240 VOLT 
 
♦ STROBE & POWER BOX FOR INDOOR OR OUTDOOR WET LOCATION (1P65 RATED) 
 
♦ OPTIONAL CONNECTION AT FINGER & OPTIONAL AT POWER BOX LOCATION 
 

♦ STANDARD 10' WATERPROOF STROBE HEAD UMBILICAL CABLE 
 
♦ 5 - 24V ANALOG EXTERNAL TRIGGER;  
 
♦ CONFIGUATIONS AVAILABLE - CUSTOM MULTIPLE HEAD SPIDER BOX 
 

♦ EXTERNAL TRIGGER OPTIONS AVAILABLE - +10V CONTACT CLOSURE 
 
♦ CONTROL OPTIONS - DMX, STAND ALONE RANDOM (1-FLASH/SECOND), STAND ALONE CHASE 
 
♦ QUICK CONNECT TERMINAL STRIP CONNECTION VIA WATER TIGHT STRAIN RELIEF  
 

A V A I L A B L E  M O D E L S  
 
0410 -  1 FINGER, CONNECTORIZED, HEAD ONLY, 4 ¾” LONG X 5/8” OUTER DIAMETER   
0412 -   3 FINGER,  3 HEAD, 220 VOLT, CONTROL BOX, OUTDOOR RATED, NEMA 
0413 - 16 FINGER, 16 CHANNEL, 110 VOLT, DMX CONTROL BOX, OUT DOOR RATED, NEMA 
0414 - 16 FINGER, 16 CHANNEL, 220 VOLT, DMX CONTROL BOX, OUT DOOR RATED, NEMA 
 
0452 –  3 FINGER,   3 HEAD, 110 VOLT, CONTROL BOX, OUTDOOR RATED, NEMA 
0455 -  1 FINGER, WITH 10 FOOT CABLE, W/O CONNECTOR, OUTDOOR RATED, NEMA 
0457 - 16 FINGER, 16 CHANNEL, 110 VOLT, DMX CONTROL BOX 
0458 - 16 FINGER, 16 CHANNEL, 220 VOLT, DMX CONTROL BOX  
 
0474 -  6 FINGER, 6 HEAD, 110 VOLT, POWER CONTROL BOX, OUT DOOR RATED, NEMA 
0475 -  6 FINGER, 6 HEAD, 220 VOLT, POWER CONTROL BOX, OUT DOOR RATED, NEMA 
0477 - 10 FOOT CABLE – CONNECTORIZED - ONE END, OUT DOOR RATED, NEMA 
 
 
 
 
DIMENSIONS HEAD 5-1/2”LONG (13.97cm), 3/4" X 5/8" (1.59cm) TAPERED; WEIGHT 12 oz. (1.59 kg) 





DK-2000-DMX DOME STROBE           
 
120-Volt Model (0449) 
240-Volt Model (0479) 
 
Direct DMX-512 Control Up to 256 Strobes With Individual Rate & Intensity. 
Concentration of Beam Flashing With Brilliance of Lamp Line of Sight.  
Unmatched in Brilliance. Not Phase Sensitive. Auto Recognition of Control. 
Quick-lock Easy Removable Dome Latches. Addressable for Easy Use in 
Systems of Any Configuration, Including Stand Alone. 
 

Perfect for Club or Concert Applications 
 

FEATURES           Patented Circuit 
 
� 9 Preprogramed HyperflashTM / HyperblastTM Modes 

Solid Light, Fixed & Variable Lightning, Fade Down, Arc Weld, Fade Up/Down, Emergency Vehicle & Rapid Fire 
 
� DMX - Standard Connectors are 5-pin XLR 
� Status Indicator & Valid DMX Signal LED 
� Analog (0-10 Volt DC) Inputs/Outputs 
� 4-Pin Modular Headset (Pigtail Provided) 
� 2-Channel Control; Intensity First & Speed Second 
� Direct Decimal Channel Assignment Selector 
� Adjustable Yoke; Quick-lock Easy Removable Dome Latches 
 
� Daisy-chain Analog & DMX 
� Duty Cycle - 25% at Maximum Speed & Intensity 
� Maximum on Time - 3 - 6 Minutes 
� High Output - 30 Joules/Flash; Output Beam Candela: 600,000 
� Flash Speed Range - 15 Flashes/Minute to 15 Flashes/Second 
� Self-resetting Safety Switch (55° C) 
 
� Lamp Watts - Maximum - 1,800 Peak Watts/Flash 
� Lamp Life: 10 Million Flashes; Maximum Flash Duration 3.5 Milliseconds 
� 95-240 Volt 50/60 Hz; 2 Fixtures 120V 15 Amp Service; 4 Fixtures 240V 16 Amp Service 
� Cool-line Extruded Aluminum Body 
 
ACCESSORIES 
 
SR-DMX -    Strobe Runner - 0483 120V, Model 0449 
SR-DMX -    Strobe Runner - 0484 240V, Model 0479 
SK-RJ -       Strobe Striker -   0417 - Standard DMX & Analog Controllers (All Models) 
 
DMX-6 -     0470 -     6 Foot - 5 Pin Cable 
DMX-25 -   0471 -   25 Foot - 5 Pin Cable 
DMX-50 -   0472 -   50 Foot - 5 Pin Cable 
DMX-100 - 0473 - 100 Foot - 5 Pin Cable 
 
Lexan Dome Color - Part No.1204 (Clear, Red, Blue & Amber) 
Quartz Lamp -          Part No. 6091 
 
MECHANICAL 
11"(27.9cm) Diameter X 10"(25.4 cm) High X Total Hanging 15"(38.1 cm) Height; Weight: 10lbs. (4.5 kg) 



DOME STROBE OUT DOOR RATED - WET LOCATIONS 
 

THERMALLY PROTECTED - POLYCARBONATE FOR STRENGTH 
 

NOT PHASE SENSITIVE 
 

HEAT RESISTANCE - EASY LAMP REPLACEMENT 
 

                                 IDEAL FOR CLUB OR CONCERT APPLICATIONS 
 
OD-DK56QH-DMX -  120 Volt  (0487) 

       240 Volt  (0488) 
       120 Volt  (0490) ANALOG 

 
Model available in either DMX-512 or Analog 0-10 Volt (please specify). 
Combines concentration of beam flashing with the brilliance of lamp line of sight.  
 
 

UL IP65 RATED   
FEATURES 
 
� OD-DK-DMX STROBETM  Module Includes Adjustable Yoke & Lexan Dome 
 
� HyperblastTM  Mode - Continuous, Lightning, Fade-Off, Cross Fade & HyperflashTM  
 
� LED's for Status & Power 
 
� Joules - 30; 1,800 Peak Watts/flash 
 
� Maximum Flash Duration - 3.5 Milliseconds 
 
� Flash Speed Range -15 flashes/minute to 15 flashes/second 
 
� Light Output - 600,000 Candela; Lamp Life -10 Million flashes 
 
� Assembled & Individually Addressable for Use in Systems of Any Configuration - Stand Alone 
 
� DMX Input & Output; 3-Pin Weatherproof XLR Connector - Cable Mount 
 
� Duty Cycle - 25% at Full Speed & Intensity; 5 Minutes On From Cold Start 
 
� Internal Temperature: 55° C, Self-resetting; Color Temperature: 5600° K 
 
� Power Requirements -   95 -120 Volt 50/60 Hz, 2 Fixtures/15 Amp Circuit 
                                           205 -240 Volt 50/60 Hz, 4 Fixtures/16 Amp Circuit 
 
ACCESSORIES 
 
Quartz Lamp -    Part No. 6091 
Colored Dome – Part No. 1204 (Clear, Red, Blue & Amber) 
 
DIMENSIONS 
 
12" (30.5 cm) Diameter, x 12" (30.5 cm) Depth; Weight: 8 lbs. (3.6 kg) 



STROBE CANNONTM MODULES 
 

Lightweight, Economical, Fits Easily into Standard Theatrical Par Cans 
 

High Intensity Spot Illumination & Beam Flashes in Fog 
 

High Performance Modules - HyperblastTM Mode 
 

DMX-512 Controls Individual Rates & Intensities for Up to 256 Strobes 
 

Concentrates Explosions of Light into Designed Areas of Illumination 
 
 
DMX Models        
 
SCM-64QH 120 Volt (0462) / 240 Volt (0463)  
SCM-56QH 120 Volt (0460) / 240 Volt (0461) 
 
 
FEATURES 
 
� HyperblastTM Modes (Analog & DMX) Continuous, Lightning, Fade Off, Crossfade & HyperflashTM 
� Auto Recognition of Control Scheme; Digital Assignment Selection 
� DMX Input/Output Selectors: 5-Pin XLR Connectors 
 
� Flash Speed Range -15 Flashes/minute to 15 Flashes/second 
� Duty cycle -  25% Continuous, No Trip; Extended Duty:  5 Minutes from Start Up 
� Flexible Operation from Most Controllers (Analog Inputs & Outputs) 
� Stand Alone (0-10 Volt, Step Rise & Line Voltage) 
 
� Not Phase Sensitive; Single Flash or Burst (Analog Mode Only) 
� 0-10 Volt Analog Speed & Intensity Control     
� Daisy-chain Analog Control Compatible 
 
� Power Requirement -120 Volt 50/60 Hz, 2 Fixtures/15 Amp Circuit 
          240 Volt 50/60 Hz, 4 Fixtures/16 Amp Circuit 
 
� Beam Angle - 30°; Spot 6-Feet in Diameter at a 12-Foot Throw 
� Joules/Flash -30; 1800 Peak Watts/Flash; Output Beam: 600,000 Candela 
� Internal Temperature Trip - 55° C, Self-resetting; Color Temperature: 5600° K 
� Lamp Life - 10 Million Flashes; 1000-Watt Quartz Xenon Lamp 
 
ACCESSORIES 
 
SK-RJ -        0417 - Analog Remote 
SR-DMX -    0483 - 120V Strobe Runner, Models 0460 & 0462 
SR-DMX -    0484 - 240V, Models 0461 & 0463 
Quartz Lamp - Part No. 6091 
 
MECHANICAL 
 
SCM-56Q & SCM56-QH-DMX - 7" (17.8 cm) Diameter X 4.25" (10.8 cm) Deep 
SCM-64Q & SCM64-QH-DMX - 8-1/32" (20.3 cm) Diameter X 5" (12.7 cm) Deep 
Weight: 3 lbs. (1.4 kg) 



SUPER STROBETM MARK 50 (50-S2) 
 
120-Volt Model (0408) 
 

C L A S S I C  I N D U S T R Y  S T A N D A R D  
 

 
 
Wide Area Coverage - Economically Priced - Long-term Quality & Reliability 
 
FEATURES 
 
� Illumination Area - 60 X 90 Feet; Up to 50 Foot Candles 
� Solid State Circuitry 
� Variable Intensity Control 
� Heavy Duty Construction 
 
� Duty Cycle - 100% -Continuous 
� Output Beam Candela - 500,000; Angle: 90° 
� Color Temperature - 5600° K 
 
� Flash Speed Range - 15 flashes/minute to 15 flashes/second 
� Maximum Flash Duration - 4 Milliseconds 
� Joules/Flash - 50 at 1-12 flashes/second 
 
� Lamp Life - 25 Million Flashes 
� Lamp Watts - 750 (Maximum) 
� Power Requirement - 95-120 Volt, 50/60 Hz, 1 Fixture/15 Amp Circuit 
 
ACCESSORIES 
 
RC-50 - 0401 - Remote Control 
CF-25 – 0429 – 25 Foot Interconnect Cable / 0329 – Additional 25 Foot Increment 
Linear Quartz Lamp - Part No. 0439 
 
MECHANICAL 
 
15" (38.1 cm) Wide X 6" (15.2 cm) High X 6" (15.2 cm) Deep; Weight; 7 lbs. (3.2 kg) 
 



STROBE RUNNERTM CONTROLLER (Operates Up to 126 Strobes) 
 
SR-DMX -      0483 - 120V Model, Mark 2000 
SR-DMX -      0484 - 240V Model, Mark 3600 & Mark 5000 
SR-DMX - 3 - 0495 - 120V Model, 3 PIN XLR 
 

Part of a Total DMX System via a Single DMX Channel Input 
 

Microprocessor Based Unit 
Operates Any  Diversitronics Strobe Fixture w/DMX Input 

 
Programs - Bumped (One Sequence) or Locked (Repeat Sequence) on Front Panel 

OR 
External Contact Closure Via a Switch Through a Jack (Rear of Console). 

 
FEATURES 
 
� Push Buttons Operate Pre-programmed Patterns & Effects. 
� No Necessity to Program Patterns on DMX Console. 
� Audio Chase Activation with Sensitivity, Speed & Intensity Slide Controls. 
� Strobe Effects Activated from a DMX System Controlled by a DMX Input. 
� Power Interruption: Non-volatile Memory Returns to Last Operating State. 
� Wall Mount Transformer Powers Unit. 
 
AUDIO INPUT 
 
Program Push Button - 7 Modes of Operation in LCD Display 

Chase, Auto, Reverse, All On, Alternate, Merge Whirl & Explode 
 
Effect Push Button -     Strobes Flash 7 Different Ways in Above Program 

                Burst, Flash, HyperflashTM*, Cross fade, Fade Down, Lightning & Continuous 
 
EXTERNAL DMX CONTROL 
 

Models Mark 2000, DK 2000, Mark 3600 & Mark 5000 
 
Burst, Flash, HyperflashTM , Rapid Fire, Emergency Vehicle Cross Fade, Weld, Fade Down, Lightning & Continuous 
 

All Other DMX Models 
 
HyperflashTM, Burst, Flash, Cross Fade, Fade Down, Lightning & Solid 
 
SPECIFICATIONS 
 
� Control - 2-Channel, Intensity First, Speed Second 
� Audio Input Range - 100 Millivolt to 10 Volt RMS; Input Impedance - 2K Ohm 
� Chase Speed Range - 30 Flashes/second to 30 Flashes/minute 
� External Bump Jack - Contact Closure @ 1 Milliampere 
� Open Circuit voltage - 5 Volts DC 
 
� DMX - Standard 5-Pin XLR Connectors 
� DMX Input Channels - 512 Set by Binary DIP Switch (9-Position) 
� DMX Output - 252 Frame Rate (Packet); Repeats 35 Times Every Second 
 
MECHANICAL 
8" (20.3 cm) Wide X 3" (7.6 cm) High X 7" (17.8 cm) Deep; Weight - 3 lbs. (1.4 kg)



SUPER STAR STROBESTM  
 

TUBULAR DESIGN - OMNI-DIRECTIONAL 360° FIELD - VISIBLE FROM ANY LOCATION 
 

              
DS-5 FEATURES     SS-15 FEATURES 
 
DS-5 120-Volt (0418) & 240-Volt (0409)   SS-15 120-Volt (0403)  

Glittering, Dramatic Random Flashing. Polycarbonate for Strength & Heat Resistance. 
Designed to be Used in Multiples. Thermally Protected; Easy Lamp Replacement. 
No Controller Required.     No Controller Required. 
 
RANDOM FLASH - 40 to 100 flashes/minute  FLASH RATE - 40 to 100 flashes/minute 
 
DS-5ET 120-Volt (0443) & 240-Volt (0469)  SS-15ET 120-Volt (0451) 
 

(Models with External Trigger) 
 

Precision, Coordinated Control - Entertainment & Amusement Theme Applications 
 

MAXIMUM FLASH RATE - 2 Flashes/second 
DUAL MODE - Flashes Once on the Leading Edge of the Pulse 

CONTINUOUS FLASH - 40 to 100 flashes/minute, as Long as Signal is Present 
CONTROL - External Trigger Input, 6-24 Volt DC 

 
DS-5 MODEL FEATURES     SS15 MODEL FEATURES 
 
Power -  95 - 120V 50/60 Hz, 30 Fixtures/20 Amp Circuit  Power - 95 -120 Volt 60 Hz, 
             205 - 240V 50/60 Hz, 30 Fixtures/16 Amp Circuit   8 Fixtures/20 Amp Circuit 
Duty Cycle - 100% - Continuous     Duty Cycle - 25% Max. 3 Minutes On Cold Start 
Output - 5 Joules, 5-Watt Seconds/flash    Output -15 Joules, 15-Watt Seconds/flash 
Light Output - 25,000 Candela     Light Output - 40,000 Candela 
Lamp Life - 30 Million Flashes     Lamp Life - 10 Million Flashes 
240 Volt Model - Non-terminated; No Plug 
Replacement Lamp - Part No. 6085    Replacement Lamp - Part No. 6097 
 

SIMILAR FEATURES 
 

Trigger Leads: 2 @ 18" Long (46 cm) each 
Line Cord: 6-Feet (1.8m) 120 Volt  - Grounded Plug 

 
MECHANICAL 

 
Mechanical: 6-1/2"(16.5 cm) Long; 1-7/8"(4.4 cm) Diameter 

Weight: 9 ounces (.4 kg) 
 

Other Voltages & Packaging, Please Contact Factory





SUPER STAR STROBETM OUTDOOR RATED - WET LOCATIONS 
 

110 & 220 Volt Models 
 

Most Powerful Superstar Strobe - Unmatched Brilliance 
 

Ideal for Theater, TV, Amusement, Nightclub, Concert, Signage & Display 
 
OD - DS-5 (0404) 110V 
OD - DS-5 (0496) 220V 
 
OD - DS5 ET (0499) - 110V - External Trigger 
OD - DS5-ET (0498) - 220V - External Trigger 
 
OD - SS-15       (0405) 110V 
OD - SS-15 ET (0442) 110V - External Trigger 

 
 
� Maximum Flash Rate - 2 Flashes/second        
� Control - External Trigger Input, 6-24 Volt DC (Models 0442, 0498 & 0499) 
� Dual Mode - Flashes once on the leading edge of the pulse & 

    Continues to flash 40 - 100 flashes/minute when signal is present 
� Trigger Leads - 2 @ 18" Long (46 cm) each.       
� Line Cord - 6-Feet (1.8m) 120 Volt  - Grounded Plug (220 Volt Versions No Plug) 
 
OD-DS-5 FEATURES 
 
Power    95-110V 50/60 Hz, 30 Fixtures/20 Amp Circuit    
            205-220V 50/60 Hz, 30 Fixtures/16 Amp Circuit  
Duty Cycle - 100% Continuous 
Output - 5 Joules; 5-Watt Seconds/flash    
Light Output - 25,000 Candela 
Lamp Life - 30 Million Flashes 
Lamp - Part No. 6085 
 
OD-SS-15 FEATURES 
 
Power  - 95-120 Volt 60 Hz, 8 Fixtures/20 Amp Circuit 
Duty Cycle - 100% - 25% Maximum; 3 Minutes On Cold Start  
Output - 15 Joules; 15-Watt Seconds/flash 
Light Output - 40,000 Candela 
Lamp Life - 10 Million Flashes 
Lamp - Part No. 6097 
 
ACCESSORIES 
 
Colored Lens Cap (All Models) - Part No. 1139 (Clear, Red, Blue & Amber) 
 
MECHANICAL (All Models) 
 
6-1/2"(16.5 cm) Long X 1-7/8"(4.4 cm) Diameter 
Weight: 9 ounces (.4 kg) 



ELLIPSOIDAL STROBE MODULES - ESM-DMX (SOURCE 4) 
 
120-Volt Model (0481) - 240-Volt Model (0465) - 240-Volt Model (0466) Selecon 
 

Project High-speed Xenon Strobe Bursts in a Standard 6-inch Module. 
 

Digital Assignment Selector - Systems Up to 256 Strobes. Not Phase Sensitive 
Lightweight Strobe module That Plugs Easily Into an Axial Ellipsoidal. 

Switch End Caps & Attach a Lightweight External Power Supply Via a Plugable Umbilical Cable. 
 

Flash Control Signals from a Low Voltage Diversitronics Controller or from a DMX Control Board. 
 

    

 
FEATURES 
 
� HyperflashTM & HyperblastTM Modes; Single Flash Burst, Variable Intensity & Rate Compatible 
� Auto Recognition of Control Scheme 
� DMX Power Supply - 5-pin XLR Standard Connectors; DMX 512 Control by Binary DIP Switch 
� LED Indicators - Status, Valid DMX & Power 
� Color Temperature - 5600° K 
� Daisy-chain Analog & DMX 
 
� Flash Speed -  15 Flashes/minute to 15 Flashes/second;  
� Fast Recycle - 15 Flashes/second; Duty Cycle: 100% 
� Maximum Flash Duration: 3.5 Milliseconds 
 
� Output Candela - 1,000,000; 22 Joules/flash; Lamp Life - 3 Million flashes 
� Lamp Watts - 1,320 Peak Watts/flash (Maximum) 
� Power Requirements -  95 - 120 Volts, 50/60 Hz, 2/15 Amp Service 

       205 - 240 Volts, 50/60 Hz, 4/16 Amp Service 
 
ACCESSORIES 
SR-DMX -        Strobe Runner - 0483 120V 
SR-DMX -        Strobe Runner - 0484 240V 
RC-SK-MOD - Strobe Striker -  0417 Analog 
Quartz Lamp - Part No. 6095 (Helical) 
 
MECHANICAL 
5" (12.7 cm) Wide X 9" (23 cm) High X 4" (10.2 cm) Deep w/Bracket 
Weight 9 lbs. (4.09 kg) External Power Supply - 2.2 lbs.



STROBE STRIKER REMOTE CONTROL 
 

(HyperflashTM  Single Channel Remote) 
 

SK-MOD - 0417 - Analog, Models SCM, ESM 
SK-XLR  - 0422 - Analog, Models Mark 2000, 3600, 5000 
 
Used hand held, on a desk top, or panel mounted. 
Mark 2000, Mark 3600 & DK2000 have 9 Hyper Effects. 
All other units with the HyperblastTM have 5 effects. 
 
FEATURES 
� *9 Hyper Effects for Models -  Mark 2000, Mark 3600 & DK2000 
� *5 Hyper Effects for Models - 5000-DMX, SCM-56-Q-DMX & ESM-DMX 
� Bump Button: Fires Strobes as Long as Button is Held Down 
� Run/Stop Button: Alternately Turns the Strobe On or Off 
� 4-Pin XLR Connector for Strobe Model Mark 3600 
� Sliders for Intensity, Effects/Speed; External Bump Control Jack 
� Maximum Cable Run - 500 Feet 
� MECHANICAL - 4"(10.2 cm) Wide X 4.25"(10.8 cm) High X 2.25"(5.7 cm) Deep; Weight:  13 oz. (.59 kg) 
 

Strobe Remote 
 
Single channel remote control feature single flash, push button, variable rate, variable 
intensity, on/off switch and burst capabilities.  
 
0401 - RC-50 - Mark 50 (50-S2) – Drives Up to 4 Strobes 
 
 

Lamp Accessories & Interconnect Cables 
 
CF-25 - 0429 - 25 Foot Interconnect Cable - Models Mark 50 (50S-2) & SK-XLR 
9151 -  0329 – Additional 25 foot increments for 0429 
JB-2 -  0437 – Strobe Junction Cable for 2 - 50S-2 Strobes 
MODULAR 25 - 0434 - 25 Feet (7.6m) Modular Strobe Interconnect Cable for Analog Inputs 
9153 -                0334 – Additional 25 foot increments for 0434 
STROBE MOUNTING KIT - 0435 - (C-clamp) Hanging Bracket - Mark 50 (50S-2) Old DMX 1500 & 3000 
 
QUARTZ LINEAR LAMPS 
0406 - Mark 3000 
0411 - Mark 3600 Before S/N 79520 
0415 - 5000 
0431 - Mark II 
0433 - Mark 2000 
0439 - Mark 50 (50S-) & Old DMX Models 
0459 - Mark 3600 After S/N 79520 
 
OTHER REPLACEMENT LAMPS 
6085 - Model -   DS-5 
6087 – Model -  ML-1000 with Reflector 
6091 - Models - DMX - Dome Strobe Cannon & DK-2000-DMX Dome Strobe, Quartz Lamp 
6095 - Models - ESM-DMX (Ellipsoidal Strobe Module), Quartz Lamp 
6097 - Model -   SS-15 
 
DMX 5-PIN CABLE 
0470 -DMX-   6,   6-Feet ( 1.8m) -  5 Pin Cable  0471 - DMX-  25,   25 Feet (  7.6m) - 5 Pin Cable 
0472 - DMX-50, 50 Feet (15.2m) - 5 Pin Cable  0473 - DMX-100, 100 Feet (30.5m) - 5 Pin Cable 
 
LENS CAPS (Clear, Red, Blue & Amber) 1139 – Model DS5 & SS15; 1204 – Model DK Dome 


